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This  document  is  prepared  as  a  supplement  to  the  Waterfront  Urban 
Renewal  Plan  (Mass.R-77)  and  the  Developers  Kits  prepared  for  the 
parcels  on  Commercial  and  Fulton  Streets,  contained  within  Parcel 
C-2  and  specifically  mentioned  elsewhere  in  this  document.  The 
information  given  in  this  document  is  a  CLARIFICATION  of  the  re- 
quirements and  goals  contained  in  the  earlier  documents,  not  as  a 
replacement  for  them.  Certain  changes  in  the  status  of  these  pro- 
perties have  created  the  need  for  this  documeni 
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intent 


The  Authority's  intent  in  this  document  is  three- 
fold: 

1.  To  provide  the  developers  with  a  more 
definitive  set  of  standards  to  be  followed 
in  planning  and  executing  the  renovation  of 
these  properties. 

2.  To  ensure  compliance  with  controls  for 
properties  listed  on  the  National  Register  of 
Historic  Places  and  thereby  prevent  undue 
delays  in  review  and  approval  by  other  federal 
or  state  agencies. 

3.  To  establish  criteria  for  design  review  to 
prevent  delays  in  this  process  within  the 
Boston  Redevelopment  Authority. 


SO 


II 


This  document  is  restricted  to  the  discussion  of  only 
exterior  renovation  of  the  front  facades  of  the 
buildings  and  does  not  attempt  to  affect  the  interior 
planning  and/or  renovation  beyond  the  apparent  control 
of  allowable  openings  in  or  intrusions  on  the  exterior 
as  outlined  below.   Therefore,  this  document  will  not 
discuss  site  and  utility  work,  by  either  the  Authority 
or  the  developers,  except  as  specifically  noted  below. 
The  standards  of  this  document  apply  to  any  and  all 
of  the  requirements  applied  by  the  Waterfront  Renewal 
Plan  only  when  these  requirements  affect  the  exterior 
appearance,  in  which  case  these  standards  are  intended 
to  be  supplemental  rather  than  alternative  require- 
ments. 


introduction 


national 


Properties  listed  on  the  National  Register  of  Historic 
Places,  as  these  parcels  are,  require  somewhat  different 
procedures  than  are  followed  in  renovation  of  other 
buildings.   The  differences  result  in  part  from  the  in- 
herent value  of  the  buildings  which  caused  them  to  be 
listed  initially  and  in  part  because  there  are  additional 
reviews  and  procedures  that  involve  agencies  other  than 
the  B.R.A.   The  National  Register  is  a  federally  controlled 
listing  of  the  buildings,  sites,  districts  and  objects 
throughout  the  nation  that  are  considered  important  enough 
to  the  nation,  the  region  or  the  neighborhood  to  be  re- 
cognized and  protected.   Any  project  done  with  Federal 
assistance  must  meet  the  standards  set  up  regarding 
properties  on  the  National  Register:   the  B.R.A.  is  funded 
with  Federal  money  and,  therefore,  the  disposition  of  these 
parcels  is  subject  to  these  standards.   The  Authority  feels 
that,  by  clarifying  these  standards  to  be  met,  delays  on 
obtaining  design  approvals  from  the  other  agencies  will 
be  prevented.   Failure  to  meet  the  standards  outlined 
for  properties  listed  on  the  National  Register  could  en- 
able other  agencies  to  prevent  trans ferral  of  the  property 
from  the  B.R.A.  to  the  designated  developer. 

The  standards  set  forth  in  this  document  are  necessary  to 

preserve  the  streetscape  that  depends  on  these  buildings. 

This  feature,  the  character  of  the  area,  is  a  valuable 
asset  to  the  city  for  several  reasons : 

il||P    The  buildings  are  a  very  real  contact  with  the 

city's  past — a  physical  reminder  of  Boston's  position 
in  the  commerce  of  America. 

f\^fi    The  regular  rhythm  of  the  facades  is  a  visual 
pleasure,  creating  a  streetscape  as  important 


to  the  character  of  Boston  as  the  fancier 
Quincy  Markets — and  an  area  where  people  can 
live  and  appreciate  another  aspect  of  the 
special  quality  of  this  city. 

tf  BlflM^dP*   Areas  of  positive  physical  character  have 
**■*  ww    demonstrated  an  increased  economic  viability 
that  means  the  property  is  more  valuable  when 
its  past  and  character  are  sensitively  re- 
spected. 


history 


There  was  a  time,  very  recently,  when  only  individual 
buildings  were  placed  on  the  National  Register,  be- 
cause "someone  famous  slept  here"  or  a  famous  archi- 
tect designed  the  building.   The  fact  that  the 
buildings  discussed  in  this  document  have  been  placed 
on  the  National  Register  shows  a  change  in  attitude 
has  taken  place:  the  Register  now  lists  "districts," 
areas  that  represent  special  features  only  when  all 
the  buildings  are  thought  of  together  as  a  whole — 
in  which  no  single  building  is  significant  on  its 
own,  but  only  in  its  contribution  to  the  entire 
group.   This  means  that  one  inappropriate  renovation 
can  damage  the  success  of  the  whole  group;  a  good 
example  of  the  "weakest  link"  indicating  the  strength 
of  a  chain.   Buildings  and  districts  are  now  listed 
on  the  National  Register  that  are  of  importance  to 
the  history  and  character  of  the  local  area  in  which 
they  are — not  for  national  significance  only. 


These  buildings  were  built  in  the  1830' s  as  a  result 
of  the  increasing  prosperity  around  Boston  Harbor 
following  the  success  of  Quincy  Market  near  Faneuil 
Hall.   Boston  began  to  grow  by  filling  in  the  wharfs, 
pushing  the  shore  line  out:  the  deeds  to  the  new  land 
on  which  all  these  buildings  were  built  carried  deed 
restrictions  about  height  and  materials,  some  specific- 
ally stating  that  the  design  by  Robert  G.  Shaw  at 
102-124  Commercial  Street  be  duplicated.   This  commer- 
cial district  represents  an  attitude  about  building 
a  city   in  a  tightly  controlled  manner  and  one  of 
the  objects  of  this  document  is  to  preserve  the  little 
remaining  evidence  of  this  important  urban  design 
idea. 


character 


The  character  of  a  commercial  district  is  defined 
by  the  continuous  line  of  buildings,  made  of  the 
same  materials  and  to  the  same  design.   Boston  was 
a  leader  in  developing  this  use  of  "standard  parts" 
which  produced  areas  of  very  homogenous  buildings: 
notice  the  rhythm  of  granite  post  and  beam  construc- 
tion, the  regularly  spaced  windows  all  the  same 
size  and  the  common  roof line.   These  are  the  special 
qualities  of  a  commercial  district  that  sets  it 
apart  from  residential  districts.   The  preservation 
of  this  character  is  important  and,  because  we  are 
changing  the  use  of  the  district  from  commercial  to 
residential,  difficult.   The  Authority  recognized 
that  this  change  in  use  means  there  must  be  a  change 
in  the  buildings  but  it  also  recognized  the  value  of 
the  commercial  character  -  not  only  as  a  part  of 
Boston's  history,  but  as  a  bonus  to  the  area  itself. 
The  economic  advantages  of  a  pleasant,  sensitively 
renovated  area  are  documented  throughout  the  city. 


streetscape 

The  streetscape  is  the  appearance  of  all  the  build- 
ings that  line  the  street:   sometimes  the  buildings 
are  very  different,  as  along  Washington  Street,  and 
sometimes  very  similar,  as  in  the  Commercial  districts, 
This  homogenous  image  depends  on  the  integrity  of 
each  building  -  just  as  the  success  of  each  building 
renovation  is  dependent  on  the  careful  replacement 
or  repair  of  each  of  the  elements.   The  quality  of 
the  district  was  originally  the  product  of  this 
cumulative  effect  of  harmonious  pieces :  the  success 
of  the  renovation  will  depend  on  the  cooperative 
efforts  of  each  developer  to  integrate  his  building 
into  the  whole  street  -  while  adapting  it  to  his 
own  particular  requirements.   This  is  the  challenge 
and  the  excitement  of  adaptive  reuse. 

The  elements  that  make  up  the  special  streetscape 
of  Commercial  Street  fall  into  three  horizontal 
bands  (see  Drawing  dl) . 

-  the  ground  floor  facade 

-  the  roof  and  cornice  line 

-  the  continuous  facade  between 

The  standards  in  this  document  are  established  to 
preserve  the  integrity  of  these  three  factors.   There 
are  existing  exceptions — some  as  additions  and  some 
as  subtractions — that  the  standards  must  relate  to, 
but  there  are  so  many  more  examples  of  the  original 
buildings  that  every  effort  must  be  made  to  preserve 
and  reinforce  them. 


design  review 

The  process  can  be  facilitated  if  these  standards 
are  followed.   They  provide  a  definition  or  descrip- 
tion of  the  items  the  Authority  will  consider  in 
its  required  design  review.   If  the  submissions  are 
planned  with  these  standards  in  mind,  the  result 
will  be  faster  approval  by  the  Authority  because 
there  will  be  very  few  points  left  to  arbitrate. 
A  design  that  obviously  adheres  to  the  standards 
of  renovation  represented  in  this  plan  will  there- 
fore receive  sympathetic  consideration  and  the  oppor- 
tunity for  imaginative  solutions  will  be  increased 
because  the  basic  elements  of  the  design  requirements 
will  have  been  satisfied. 

The  necessity  for  arbitration  during  the  Design  Re- 
view Process  will  be  minimal  if  an  equitable  set  of 
requirements  is  placed  on  all  the  Developers  by  the 
Authority.   This  means  the  Authority  should,  for  all 
the  reasons  given  above,  as  clearly  as  possible,  out- 
line the  standards  it  will  apply  to  the  designs  early 
in  the  review  process.   This  document  is  the  presenta- 
tion of  those  requirements.   In  general,  the  discussions 
seek  to : 

identify  the  important  elements  that  must 
be  preserved  or  replaced 

-  outline  the  types  of  alteration  that  will 
be  allowed 

establish  the  replacements  that  are  necessary 
in  specific  cases,  and 

-  comment  on  the  range  and  nature  of  choices. 

The  Authority  is  responsible,  under  the  Federal  re- 
quirements that  established  the  Urban  Renewal  Areas, 


for  administering  design  review.   The  Authority's 
approval  of  all  aspects  of  the  proposal  is  essential 
for  preparation  of  a  Land  Disposition  Agreement, 
which,  in  turn,  assumes  complete  compliance  with 
the  approved  proposal.   The  Authority  will  conduct 
the  required  inspection  and  reviews  to  ensure  that 
the  renovations  accomplish  the  standards  set  forth 
in  this  document. 

In  those  cases  when  specific  approval  is  required, 
this  approval  will  be  a  written  communication 
from  the  Director  of  Urban  Design. 


the  standards 


D1 

elements  of  the  ground  floor  facad 


GRANITE  BEAMS  -  FLUSH  OR 
TWO-PART  CONFIGURATION  - 
ORIGINAL  FORM  MUST  BE 
KEPT  IN  ALL  CASES 


GRANITE  POSTS.  -  LOCATED 
AT  PARTY  WALLS  -  AND 
CHANNELS  CUT  TO  RECEIVE 
DOWNSPOUTS 

INTERMEDIATE  SUPPORTS  - 
IF  EVIDENCE  EXISTS, 
LOCATION  IS  SHOWN  AND 
WILL  BE  KEPT 


GRANITE  SILLS  -  PART  OF  * 
THE  ORIGINAL  STOREFRONT 
DESIGN 

STREETFRONT-ARRANGEMENT 
OF  INTERMEDIATE  SUPPORTS 
AND  THE  ENCLOSURE  BETWEEN 
THEM 

GRANITE  AREAWAYS  IN  SIDE- 
WALK (LOCATION  VARIES) 


III 


III 


ground  floor 


The  Ground  Floor  Facade  is  defined  as  that  portion 
of  the  building  framed  by  and  including  the  original 
granite  post-and-beam  construction.   It  is  approxi- 
mately twelve-feet  high  from  the  sidewalk  and  runs 
continuously  the  entire  length  of  the  building 
fronts,  except  for  the  granite  facade  of  the 
Commercial  Block  Building.   The  original  form  of 
the  ground  floor  facade  exists  at  114-124 
Commercial  Street  and  57-59  Fulton  Street. 


standards 


Standards  for  renovation  of  ground-floor  facade 


1 


Granite  post-and-beam  construction  will  be 
retained  or  replaced  on  all  parcels  (except  45-47 
and  49-51as  noted  below) . 

A.  The  ground-floor  facade  of  57-59  is 
established  as  the  standard  if  complete 
replacement  of  the  granite  elements  is 
elected. 

B.  The  replacement  beam  will  be  either 
granite  or  granite-veneer  encasing  an- 
other structural  beam,  but  the  form  must 
match  the  standard,  including  scores  to 
indicate  original  granite  elements. 

C.  The  granite  posts  as  the  party  walls  must 
be  preserved,  or  in  case  of  significant 
structural  damage,  replaced  by  a  post  which 
will  be  either  granite  or  granite  veneer  en- 
casing a  structural  post.   The  form  and 
appearance  must  match  the  original. 
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2 


3 


Certain  of  these  posts  are  channeled 
in  a  half-circle  section  to  receive  down- 
spouts.  Downspouts  will  be  located  only 
at  these  points  unless  other  locations 
are  specifically  approved  by  the  Authority. 
Developers  will  be  required  to  coordinate 
gutters  to  allow  this. 

Intermediate  supports  will  be  retained  or  replaced 
in  the  same  spacing  as  the  original  posts  and  must 
occur  at  the  joints  in  the  granite  beam.  These 
intermediate  supports  will  be  made  of  granite  (or 
granite  veneer) ,  wood  or  iron.  No  existing  inter- 
mediate supports  will  be  removed  or  altered  in  any 
way  (see  45-51)  . 

A.  Granite  posts  will  be  located  in  a  regular 
pattern  closely  matching  that  in  57-59. 

B.  Iron  or  wood  columns  used  as  intermediate 
supports  will  be  located  in  a  pattern 
closely  matching  that  in  45-51.   The  width 
of  these  intermediate  supports  should  be  no 
less  than  10"  and  the  depth  that  of  the 
apparent  depth  of  the  granite  beam. 

These  intermediate  supports  must  be  provided  to 
capture  original  rhythm  and  vertical  elements, 
even  though  they  may  not  be  structurally  essential. 
Any  essential  structural  supports  will  be  designed 
to  meet  these  standards. 

Granite  Sills  were  originally  used  as  part  of  the 
storefront  enclosure.   These  granite  sills,  located 
about  3  feet  above  the  sidewalk  and  flush  with  the 
face  of  the  granite  posts,  will  be  retained.   They 
may  be  incorporated  into  the  new  construction  in 
which  case  the  24"  setback  outlined  later  may  not  be 
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required.   In  such  cases,  no  less  than  80% 
of  the  new  construction  above  the  sill  should 
be  glass  and  the  general  design  will  be  vertical 
in  nature.   No  horizontal  bands  that  compromise 
the  apparent  function  of  the  granite  elements 
will  be  approved.   the  area  below  the  granite 
sill  will  be  enclosed  with  panelled  wood  con- 
struction to  match  the  original. 

Streetfronts  will  have  as  much  glass  area  as  use 
will  permit  and  any  opaque  material  used  in  place 
of  glass  will  give  the  effect  of  transparency  or 
lightness.   The  framing  should  be  sclaed  to  the 
opening  and  will  be  painted  to  match  the  trim  of 
the  main  facade. 

A.   Residential  uses  require  that  privacy  be 

provided  to  the  ground  floor  areas,  but  this 
need  is  not  a  license  to  building  a  "heavy" 
wall  between  the  vertical  elements  of  the 
facade.   This  new  wall  is  actually  a  curtain 
wall :  its  appearance  should  reflect  this 
quality  and  honestly  admit  that  it  is  a  new 
addition  to  the  building. 

1.  The  original  (or  an  acceptable  arrange- 
ment of)  vertical  elements  to  be  re- 
stored or  replaced. 

2.  All  construction  will  be  recessed  at 
least  24"  behind  the  plane  of  the  brick 
facade  to  make  the  vertical  elements 
more  apparent,  unless  noted  otherwise. 

3.  Brick  will  not  be  used  as  a  facing 
material  for  this  wall. 

4.  Materials  that  express  lightness,  re- 
flectivity and  simplicity  are  most 
appropriate  to  this  construction. 
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5.  Window  openings  must  relate  to  the 
spacing  of  the  vertical  elements: 
their  size  and  arrangement  are  not 
controlled  by  those  of  the  main 
facade. 

6.  Fenestration  of  the  windows  should 
be  compatible  to,  but  not  identical 
with  that  of  the  main  facade.   No 
pane  size  smaller  than  the  2/2  guide- 
lines in  the  main  facade  section  will 
be  approved. 

B.   "Entrances  should  be  located  in  their  original 
positions,  framed  by  vertical  elements  to 
separate  them  from  the  rest  of  the  facade. 
The  granite  construction  must  be  separate 
from  any  framing  for  doorways . 

1.  Doors  should  be  retained  when  possible. 
Replacement  doors  should  be  designed 
to  approximate  the  originals,  using  as 
much  glazing  as  is  consistent  with 
security.   Double  doors  are  suggested 
both  because  they  are  accurate  historic- 
ally and,  additionally,  they  facilitate 
moving  in  and  out. 

2.  Doors  and  frames  should  be  painted  to 
match  the  rest  of  the  trim,  in  dark, 
earth-tone  colors.   The  Authority  will 
consider  accent  colors  for  door  only, 
and  these  colors  must  have  specific 
written  approval. 

Granite  areaways.  originally  used  as  access  to  lower 
i level  storage,  may  not  be  used.   These  access  points 
"will  be  permanently  sealed  to  City  standards,  with 
granite  or  a  granite-like  substitute.   The  existing 
granite  coping  will  be  retained  in  either  case  to  pre- 
..  serve  a  special  detail  of  the  area. 
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The  End  Walls  fronting  on  Richmond  Street  require 
special  comment.   114-124  (Commercial  Street)  was 
originally  a  4  storey  gable-roofed  building  that 
has  subsequently  been  heightened,   93-101  (Fulton 
Street)  appears  to  have  been  built  as  a  6  storey 
building.   In  general,  the  standards  for  Main 
Facade  and  Roof  and  Cornice  apply  to  these  two  end 
walls  and  the  first  15  feet  of  the  rear  wall. 
The  standards  for  the  Ground  Floor  Facade  require 
some  modification,  however/  as  noted  below  for 
124  Commercial  and  101  Fulton  Streets. 


124  Commercial 


The  Main  Facade  controls  extend  to  the  sidewalk 
level  for  this  parcel  only  because  there  is  no 
granite  post-and-beam  construction  to  distinguish 
the  Ground  Floor  facade.  The  street  level  openings 
should  be  retained  and  restored;  if  access  is  not 
needed,  closures  will  be  framed  to  preserve  the 
original  opening.  These  enclosures  will  be  detailed 
and  painted  to  match  the  Main  Facade.  The  24'  set- 
back is  not  required  for  this  building. 


101  Fulton 


The  granite  post-and-beam  facade  on  the  ground  floor 
of  this  building  is  distinctive  and  will  be  retained. 
The  general  standards  for  Ground  Floor  Facade  will  be 
met  except  that  the  24"  setback  requirement  for  new 
construction  between  the  granite  posts  is  reduced  to 
9"  from  the  face  of  the  granite.  Masonry  will  not  be 
used  as  a  facing  material  for  this  new  construction. 
The  design  of  these  enclosures  should  not  compromise 
the  apparent  function  of  the  granite  construction  and 
will  incorporate  all  the  existing  granite  elements, 
including  the  granite  sills.  The  standards  for  the 
Main  Facade  and  the  Roof  and  Cornice  will  be  met  for 
the  rest  of  this  end  facade. 
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D  2 

elements  of  the  main  facade 


MINIMUM  WIDTH  OF 
SHUTTER  OR  BLIND 
(k   WIDTH  OF 
OPENING) 


LINTEL  -  OF  GRANITE 
OR  SANDSTONE 
ORIGINALLY 


SILL  -  OF  GRANITE 
OR  SANDSTONE 
ORIGINALLY 


FENESTRATION 
(ARRANGEMENT.  OF 
FRAMING,  SASH  AND 
PANES) 


WINDOW  OPENING 
(EXCLUSIVE  OF 
FRAMING) 


CONTINUOUS  BRICK  FACADE 


main  facade 


The  Main  Facade  of  the  building,  between  the  granite 
beam  and  the  cornice  is  most  nearly  intact  in  all 
the  buildings  .  only  parcel  45-51  has  been  substantially 
altered.   In  those  parcels  where  the  original  cornice 
has  been  removed  and  a  new  cornice  raised  above  the 
original  height,  main  facade  is  defined  as  including 
that  portion  above  the  original  cornice  height  as  well. 


standards 


Standards  for  Renovating  Main  Facades  (See  Drawing 
#4) 


1 


The  only  materials  permitted  on  these  facades  are 
brick,  granite  and  sandstone,  unless  a  comparable 
material  is  specifically  accepted  and  approved. 

A.  The  existing  brickwork  must  be  cleaned,  re- 
pointed  and  sealed.   No  brick  may  be  painted 
or  altered  in  any  way.   The  granite  must  be 
cleaned;  no  granite  may  be  painted  or  altered 
in  any  way. 

B.  The  Mortar  will  be  colored  dark  and  properly 
raked  to  approximate  original. 

C.  Any  repair  or  replacement  work  will  use 
brick  that  exactly  matches  the  existing  in 
size  and  color.   All  mortar  joints  will  match 
existing  in  width  and  color. 

D.  Granite,  or  sandstone,  sills  and  lintels 
will  be  cleaned.   No  sills  or  lintels  may  be 
removed  unless  specific  approval  is  given  by 
the  Authority. 
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In  cases  of  severe  damage,  or  if  sills 
and  lintels  are  missing,  however,  a  re- 
placement material  may  be  approved.   Any 
replacement  material  must  be  submitted  to 
the  Authority  for  approval  before  installa- 
tion.  Fractures  and  broken  edges  need  not 
be  reasons  for  replacement:  repair  and 
sealing  are  preferred.   The  appearance  of 
the  existing  granite  or  sandstone  is  not 
expected  to  be  perfect. 

Sands tone (sometimes  referred  to  ae  "brownstone") 
deteriorates  badly,  as  can  be  seen  on  several 
of  these  parcels.   The  sandstone  sills  and  lin- 
tels must  be  preserved  by  proper  sealing  - 
painting  accelerates  the  deterioration.   Sand- 
stone elements  that  are  badly  deteriorated  may 
be  removed  and  replaced  by  a  material  specifically 
approved  by  the  Authority  before  installation. 
Any  replacement  will  have  to  closely  match  granite 
or  sandstone  in  appearance.   Less  severe  damage 
should  be  repaired  -  there  are  "artificial"  sand- 
stones now  and  these  are  coated  with  a  sandstone 
appearing  paint  (especially  developed  for  re- 
storation work  done  in  Brooklyn)  and  then  sealed. 


Openings  will  not  be  made  in  the  main  facade  that 
do  not  exactly  match  the  existing  pattern,  size  and 
alignment.   Any  openings  that  have  been  closed  must 
be  opened  and  repaired  to  match  other  openings  exactly. 

A.  All  openings  must  be  framed  with  granite 
sills  and  lintels  unless  an  acceptable 
substitute  is  approved. 
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B.  Window  framing  and  sash  may  be  metal  or 
wood,  but  must  be  of  a  dark,  earth-tone 
color.   Unusual  framing  done  to  accommo- 
date standard  windows  will  not  be  approved. 

C.  Fenestration  will  use  a  uniform  and  no 
smaller  than  a  2-over-2  double  hung  sash 
glass  size  unless  documentary  evidence  is 
furnished  of  an  earlier  fenestration. 

D.  Masonry  openings  will  not  be  framed  down 
to  accommodate  air-conditioning  grills 
or  vents . 

E.  Shutters  will  be  permitted  if  documentary 
evidence  is  presented. 


reuse 


Reuse  of  Materials 

General  street  lighting  of  a  quality  to  ensure 
public  safety  will  be  provided  by  the  City  of 
Boston.   No  exterior  lighting  or  lighting  devices 
will  be  approved,  except  for  recessed  down-lights 
over  entrances. 


lighting 


Exterior  Lighting 

General  street  lighting  of  a  quality  to  ensure 
public  safety  will  be  provided  by  the  City  of 
Boston.   No  exterior  lighting  or  lighting  devices 
will  be  approved,  except  for  recessed  down-lights 
over  entrances. 
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D  3 

elements  of  roof  &  cornice  line 


ALTERED  CORNICE  ♦ 
LINE 


ROOF  MATERIAL 
RESTRICTIONS 
ON  SLOPED  ROOFS 
ONLY 


LOCATION  OF  DORMERS  * 
AND/OR  RECESSES 

CONTINUOUS  CORNICE 
LINE 


SNOWGUARD  LOCATION  » 


roof  &  cornice 


Ridge  and  Cornice  Lines  of  the  original  buildings 
were  continuous.   In  general,  these  standards 
attempt  to  preserve  the  integrity  of  the  buildings, 
but  the  Authority  recognizes  the  financial  restric- 
tions involved  and  the  arguments  that  pure  restora- 
tion is  not  necessary.   Therefore,  the  standards 
address  both  original  and  altered  cornice  lines: 
in  most  instances,  unless  otherwise  noted,  the 
alterations  will  be  allowed  to  remain.   In  no 
instance  will  additions  be  added  except  as  noted 
in  these  standards.   The  Building  Code   requires 
that  firewalls  extend  through  the  roof:   details  of 
this  wall  will  match  those  of  the  original  con- 
struction. 


standards 


Standards  for  Renovation  of  Roof  &  Cornice  Lines 


1 


2 


A  continuous  Cornice  Line  will  be  preserved  and/ 
or  replaced  on  all  parcels  except  45-47,  49-51, 
69-75,  81-91,  93-101,  and  114-124. 

A.  All  cornice  details  will  be  preserved, 
replaced,  and/or  repaired  to  match  original, 

B.  Gutters  and  downspouts  will  be  copper  or  a 
factory-finished  dark  colored  metal. 


Altered  Cornice  Lines  will  be  preserved  in  their 
existing  form.   In  no  instances  (see  45-51)  will 
enlargement  of  existing  alterations  be  permitted. 
If  the  existing  alteration  is  removed,  the  original 
cornice  line  referred  to   above   will  be  restored, 
and  the  standards  of  the  roof  openings  outlined 
below  will  apply. 
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A.  Brick  will  be  restored  to  match  main 
facade  (see  parcel  69-75  )  in  color,  size 
and  mortar  joint.   Brick  samples  and  mortar 
composition  must  be  submitted  to  the  Author- 
ity for  approval  before  installation. 

B.  Existing  cornices  on  the  alterations  will 

be  restored  (see  parcel  162-164) .   All  brick 
detail  will  be  retained  and  repaired. 

C.  The  window  size  and  design  in  the  alteration 
will  match  that  of  the  main  facade 

in  all  respects.   The  size  and  location  of 
the  openings  should  match  the  spacing  of 
the  main  facade.   The  sash  should  be  the 
same  and  opening  details  should  match  those 
of  the  main  facade,  including  sills  and 
lintels. 

Roof  Material  on  the  front  slope  will  be  slate  or 
an  approved  substitute  that  resembles  slate  in 
color  and  texture. 

A.  Flashing  details  should  be  those  used  for 
slate  at  peak  and  fire  walls  regardless  of 
material. 

B.  A  built-up  type  roof  may  be  used  on  flat 
roofs  of  alterations  that  are  not  visible 
from  the  street. 

C.  The  exterior  material  of  dormers  will 
match  material  of  the  roof  in  which  they 
are  located. 


2  2 


4 


Openings  in  the  Roof  must  be  kept  minimal  to  pre- 
serve the  traditional  configuration.   Projections 
will  be  carefully  sized  and  located  and  skylights 
or  decks  will  be  kept  as  near  the  plane  of  the  roof 
as  possible. 


MAINTAIN  ORIGINAL  SLOPE 


LOCATION  OF  DORMER  IN  SECTION 


EASUREMENTS  MADE  FROM  FINISHED  FLOOR  LEVEL 


Dormers  are  allowed  only  if  they  repeat  the 
size  of  the  existing  dormers. 

1.  The  single,  one  window,  dormers  may 

be  restored.   Location  "A"  on  Drawing  3. 

2.  Two  dormers  may  be  built  if  the  dis- 
tance between  them  and  to  the  party 
walls  is  approximately  equal.   Loca- 
tion "B"  on  Drawing  3. 
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3.  The  size  of  the  dormer  may  be  no 
greater  than  the  window  opening  of 
the  floor  below  the  cornice,  plus 
the  required  framing. 

4.  The  type  of  fenestration  must  match 
that  of  the  main  facade. 

B.  Skylights  may  be  used,  their  size  and  loca- 
tion unrestricted.   However,  they  must  not 
project  more  than  6"  above  the  roof  plane 
at  their  highest  point  and  should  be  made 
of  dark  colored  framing  and  dark  glass. 
When  skylights  are  employed  with  dormers, 
the  skylights  must  be  located  above  the 
ridge  of  the  dormer. 

C.  Recesses  may  be  cut  into  the  roof  for  either 
decks  or  windows.   (See  "C"  on  Drawing  #3.) 

1.  The  width  of  the  recess  can  be  no  greater 
than  3/5  the  width  of  the  building  and 
should  be  centered. 

2.  The  recess  should  be  located  so  that  a 
vertical  from  its  lower  edge  to  the 
finished  floor  level  measures  3'0"  and 
from  its  upper  edge,  8'0".   The  roof 
will  be  continuous  around  and  below  the 
recess. 

3.  Dormers  and  recesses  may  not  be  used  to- 
gether. 

4.  The  material  and/or  color  of  the  structure 
that  is  visible  should  match  that  of  the 
windows  in  the  main  facade. 
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Existing  Snow  Guards  will  be  preserved  and  are 
encouraged  as  appropriate  and  practical  replace- 
ments on  parcels  where  they  have  been  removed. 
Parcels  106-108  and  110-112  are  designated  the 
standards  for  these  elements. 


the  parcels 


D4 

general  requirements  for  parcels 


ALTERED  CORNICES 
RESTORED  TO  MATCH 


ORIGINAL  APPEARANCE 


REPOI NT/REBUILD 
CHIMNEYS:  REPLACEMENTS 
ALLOWED  IN  ORIGINAL 
LOCATIONS  ONLY 

ROOFS  REPAIRED/RESTORED 
TO  STANDARD  REQUIREMENTS 


DORMERS  RESTORED  OR 
REPLACED  AS  OUTLINED 


GUTTERS  RESTORED  OR 
REPLACED:  DOWNSPOUTS 
JOINED  BELOW  FIREWALL 
CAP  AND  CARRIED  DOWN 
FACADE  IN  ORIGINAL 
LOCATIONS  ONLY 

SPECIAL  CORNER  OR  FIRE 
WALL  END  CONDITIONS  MUST 
BE  RESTORED  TO  MATCH  THE 
ORIGINAL  APPEARANCE 


REPAIR,  REPOI NT  AND  CLEAN 
ALL  BRICK  SURFACES  TO 
MATCH  ORIGINAL  APPEARANCE 


CLEAN,  RESTORE  AND 
PROTECT  ALL  STONE  SILLS 
AND  LINTELS 

PRESERVE  SPECIAL  GRANITE 
DETAILS  TO  RECEIVE 
DOWNSPOUTS 


CLEAN  AND  RESTORE  ALL  < 
GRANITE  ELEMENTS  OF 
ORIGINAL  FACADE 


general 

There  are  potentials  and  problems  peculiar  to  the 
individual  buildings  that  affect  the  standards  out- 
lined earlier.   In  order  to  tailor  the  requirements 
and  make  them  equitable,  each  developer  should  know 
these  special  features  for  all  the  buildings  in  order 
to  understand  that  the  Authority  is  not  making  arbi- 
trary decisions  when  a  requirement  is  either  waived 
or  applied  to  a  given  parcel  and  not  to  all  others. 

This  section  discusses  each  parcel  separately,  noting 
the  elements  that  are  special  to  that  building  and 
require  particular  attention.   The  standards  outlined 
in  this  section- are  elaborations  of  the  earlier  por- 
tions of  this  document  and  are  intended  to  maximize 
the  potential  of  the  entire  project  by  identifying 
the  elements  that  must  be  or  may  not  be  retained  and/or 
replaced  on  each  building.   It  must  be  noted  that  the 
discussion  on  this  section  is  specifically  addressed 
to  the  peculiarities  of  each  parcel  and  that  the 
general  standards  outlined  earlier  are  applicable 
to  all  parcels,  unless  specifically  edited  in  this 
section.   In  addition, the  alteration  of  a  standard 
in  one  instance  does  not  affect  the  applicability 
of  the  standard  of  all  other  parcels  unless  those 
buildings  are  specifically  commented  on. 

The  drawings  in  this  section  are  not  done  to  scale 
and  are  provided  only  as  guidelines  and  explanations 
of  the  text  of  these  standards. 
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specific  requirements 

for  individual  parcels 
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